
AC101
FRONT LOAD BILL/BANKNOTE CHANGER

 Various 
currencies 
accepted

Secure design 
options

Multiple 
upgrade 
options

Unparalleled 
customer 
service

Streamline 
customer 

traffic

Changing the Industry℠

   American Changer  
  Fort Lauderdale, Florida, USA 33309 

T: (+1) 954-917-3009   F: (+1) 954-917-3079 
www.americanchanger.com   www.hoffmanmint.com 

A WIDE VARIETY OF APPLICATIONS

Bill/Banknote 
validator and 

stacker

 Hopper holds 
1,600 coins



	
  	
  
AC101	
  Product	
  Features	
   	
   Description	
  	
  
1-­‐Bill/Banknote	
  Validator	
  and	
  Stacker	
  *	
   	
   Base	
  unit	
  includes	
  Pyramid	
  or	
  Astro	
  brand	
  bill/banknote	
  validator.	
  

Accepts	
  most	
  world	
  currencies.	
  Stacker	
  capacity	
  is	
  500	
  notes	
  

1-­‐Coin	
  Hopper**	
   	
   Holds	
  up	
  to	
  1,600	
  coins.	
  Hopper	
  dispenses	
  4	
  coins	
  per	
  second	
  on	
  
average.	
  Hopper	
  capacity	
  may	
  be	
  reduced	
  using	
  different	
  coins	
  or	
  
validators	
  

1-­‐Control	
  Board/Power	
  
Supply/Electrical	
  Configuration	
  

	
   Switchable	
  input:	
  115/230	
  volt,	
  50/60	
  Hz.	
  Various	
  plug	
  
configurations.	
  Power	
  consumption:	
  Board	
  15W	
  max,	
  Hopper	
  22W	
  
max,	
  Validator	
  50W	
  max	
  

Ambient	
  Temperature	
  for	
  Field	
  of	
  Use	
  	
   41°	
  to	
  122°	
  Fahrenheit	
  or	
  5°	
  to	
  50°	
  Celsius	
  
Decal	
   	
   As	
  seen	
  on	
  front	
  page.	
  Customizable	
  
Cabinet	
  Construction	
   	
   Cabinet	
  is	
  14	
  gauge	
  welded	
  steel	
  	
  

Door	
  is	
  14	
  gauge	
  welded	
  steel	
  
Cabinet	
  Finish	
   	
   Black	
  powder	
  coat.	
  Custom	
  colors	
  are	
  also	
  available	
  	
  
Dimensions***	
   	
   10.75	
  W	
  x	
  26	
  H	
  x	
  13	
  D	
  inches	
  

27.305	
  W	
  x	
  66.04	
  H	
  x	
  33.02	
  D	
  centimeters	
  
Weight***	
   	
   53	
  lbs.	
  or	
  24.04	
  kg	
  
Options	
  –	
  Security	
   Part	
  #	
   Description	
  
Contact	
  Alarm	
  	
   AC1090	
   Alert	
  sound	
  to	
  130	
  dB	
  	
  
Tilt	
  Alarm	
  	
   AC1091	
   Alert	
  sound	
  to	
  130	
  dB	
  	
  
High	
  Security	
  Lock	
  &	
  Key	
   AC1095	
   Medeco	
  brand	
  –	
  hardened	
  steel/special	
  keys	
  
T-­‐Handle	
   AC5080-­‐QSPINS	
   Drill	
  resistant	
  	
  
Options	
  –	
  Other	
   Part	
  #	
   Description	
  
Vending	
  Base	
   AC170	
   3-­‐sided	
  vending	
  base.	
  	
  

Dimension***	
  32	
  H	
  x	
  10.75	
  W	
  x	
  12.75	
  D	
  inches	
  
	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  81.28	
  H	
  x	
  27.305	
  W	
  x	
  32.385	
  D	
  centimeters	
  

Vending	
  Header	
   AC175	
   Dimension***	
  14	
  H	
  x	
  10.75	
  W	
  x	
  12.75	
  D	
  inches	
  
	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  35.56	
  H	
  x	
  27.305	
  W	
  x	
  32.385	
  D	
  centimeters	
  

Offset	
  Mounting	
  Plate	
  	
   AC1007-­‐BO	
   Plate	
  for	
  mounting	
  
Freeze	
  Protection	
   AC1061	
  -­‐HTR	
   Internal	
  electric	
  strip	
  heater	
  
Pedestal	
  Base	
   AC1076.1	
   Dimension***:	
  10	
  ½	
  W	
  x	
  32	
  H	
  x	
  13	
  𝟑 𝟖	
  	
  D	
  inches	
  

	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  26.7	
  W	
  x	
  81.3	
  H	
  x	
  34	
  D	
  centimeters	
  
Coin	
  Catcher	
  	
   AC2042	
   Receives	
  and	
  holds	
  coins	
  for	
  easy	
  access	
  by	
  customers	
  
NRI	
  Coin	
  Acceptor	
  with	
  Coin	
  box	
  	
   AC2066.7	
  

AC201-­‐CB	
  
Electronic	
  coin	
  acceptor.	
  Accepts	
  U.S.	
  and	
  international	
  coins	
  
Coin	
  box	
  holds	
  up	
  to	
  3000	
  coins	
  

Hopper	
  Extension	
   AC1002-­‐
HEXTASSY	
  

Adds	
  900	
  coins	
  to	
  the	
  hopper	
  capacity	
  

Warranty	
  –	
  Limited	
   	
   12	
  months	
  on	
  entire	
  machine;	
  24	
  months	
  for	
  validator.	
  See	
  American	
  
Changer’s	
  Terms	
  and	
  Conditions	
  of	
  Sale	
  for	
  details	
  	
  

	
  
*Validator	
  stacker	
  capacity	
  is	
  based	
  on	
  the	
  size	
  of	
  a	
  USA	
  banknote	
  which	
  measures	
  in	
  inches	
  6.14”	
  L	
  x	
  .0043”H	
  x	
  2.61”W	
  and	
  measures	
  in	
  millimeters	
  155.9	
  L	
  x	
  0.10	
  H	
  x	
  
66.2	
  W.	
  The	
  weight	
  of	
  the	
  banknote	
  is	
  1	
  gram.	
  American	
  Changer	
  may	
  unilaterally	
  and	
  at	
  its	
  sole	
  discretion	
  determine	
  the	
  brand	
  of	
  validator	
  provided.	
  
	
  
**	
  Hopper	
  capacities	
  are	
  based	
  on	
  coins	
  the	
  size	
  of	
  a	
  2014	
  USA	
  Quarter	
  (measuring	
  0.955”	
  or	
  1.75mm,	
  weighing	
  0.182	
  Troy	
  ounces	
  or	
  5.670	
  grams)	
  or	
  the	
  USA	
  $1	
  coin	
  
(measuring	
  1.043”	
  or	
  26.5	
  mm,	
  weighing	
  0.260	
  Troy	
  ounces	
  or	
  8.100	
  grams).	
  Hopper	
  capacities	
  may	
  be	
  increased	
  or	
  reduced	
  using	
  different	
  sizes	
  of	
  coins.	
  
	
  
***	
  Dimensions	
  and	
  weights	
  are	
  reasonably	
  close	
  estimates	
  measured	
  by	
  American	
  Changer	
  prior	
  to	
  packaging	
  Product	
  for	
  shipment.	
  Stated	
  estimated	
  dimensions	
  and	
  
weights	
  reflect	
  only	
  base	
  Products	
  without	
  regard	
  to	
  added	
  options.	
  
	
  
Additional	
  options	
  may	
  be	
  available.	
  All	
  options	
  and/or	
  customized	
  features	
  are	
  an	
  additional	
  cost	
  over	
  the	
  base	
  price	
  of	
  the	
  Product.	
  
	
  
American	
  Changer	
  does	
  not	
  guarantee	
  goods	
  and/or	
  services	
  to	
  be	
  100%	
  secure	
  against	
  criminal	
  attempts.	
  All	
  goods	
  and	
  services	
  are	
  to	
  be	
  used	
  in	
  
accordance	
  with	
  business	
  best	
  practices	
  and	
  the	
  owner’s	
  or	
  operator’s	
  best	
  judgment.	
  	
  	
  	
  
	
  
Specifications	
  stated	
  herein	
  may	
  vary	
  without	
  notice.	
  Capacities	
  are	
  approximations	
  and	
  may	
  vary.	
  
	
  
Installation,	
  use,	
  service,	
  and	
  maintenance	
  must	
  be	
  performed	
  in	
  accordance	
  with	
  applicable	
  Product	
  manuals	
  provided	
  by	
  American	
  Changer	
  and	
  comply	
  with	
  any	
  and	
  
all	
  pertinent	
  laws	
  and	
  regulations.	
  
	
  

	
  
American	
  Changer	
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  Printed	
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